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s.r.L. NO. 06-560-03

SERVICE INFORMATION LETTER

FROM: JetProp LLC

SUBJECT: Manual Ovenide Linkage Upgrade

TO: JetProp Owners (Jetprop Numbers l-173)

18 September 2006

As a part of-our continued product improvement, we have recently made some minor
changes to the hardware securing the Manual Override linkage. ihe following
instructions outline the proceduri for replacing the Manual Override linkage h-ardware.

Remove the top cowling.
on the. right side ofthe enginejust forward of the firewall locate the manual
override linkage (See Drawing 560.07.200 Rev S, Sheets 6 & 7). We will be
changing the hardware on each end ofthe linkase.
To gain access to the hardware connecting the ianual override linkage at the
bottom to the fuel control manual overridi arm, remove the forward 6'aggage
compartment interior and the generator access panel. you should now f,ivi easyaccess to the manual override linkage and the attaching hardware.
Replace the upper attachment hardware with an AN:-io uott, AN960-10 washer,
MS2l042-3lock nut, and MS24665-067 cotter pin as shown in drawin C560.07.200.
Replace the lower attachment hardware with th e 560.07 .236 Screw, AN960-10
washer, MS21042-3 lock nut, and MS24665_067 cotter pin as shown in drawing
s60.07.200.
Do an initial operational check of the manuar override. Run it through the fullrange and make sure the new hardware does not contact the firewall 

-or 
any

firewall hardware. The location ofthe manual override motor arm can be
adjusted slightly to give more clearance ifneeded.

7. Now install the generator access panel.
8. Do a final operational check of trre manual override to make sure the new

hardware doesn't contact the firewall or any firewall hardware.
9. Install the forward baggage compartment interior.
10. Install the upper cowling.
I I ' Make- a logbook entry reflecting that Jetprop service Letter 06-560-03 has beencomplied with.

l .
2.

3 .

A

5.



JetProp Service Information Letter 06-560-03

If there are any questions, please contact Rich Runyon in Engineering or Steve Nitchman
the chief of maintenance at (509) 535-4401.

Rocket Engineering is dedicated to continuing to improve the JetProp DLX Conversion
and to supporting our

Darwin C. Conrad
President
JetPROP, LLC

Attachments
Drawing 560.07.200
Manual Override Linkage Upgrade Parts Listing
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